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AFTech  sca les  up  pyro ly t i c  g raph i te  coat ing  capab i l i ty  fo r  
susceptors  and  o ther  eng ineer ing  par ts  
Table 1. Susceptor comparison data 
Advanced Furnace Tech- 
nology Ltd. (AFTech) of 
Cherry Hinton, Cambridge 
UK, recently announced 
the completion of the en- 
gineering work for the scale 
up of its pyrolytic graphite 
coating services. 
This specialty engineering 
and services company, 
which pioneered the use of 
pyrolytic graphite for sus- 
ceptors widely used in 
semiconductor production, 
has extended its capability 
to include the pyrolytic 
coating of parts up to 
800mm diameter in a 
move to satisfy the de- 
mand for "next genera- 
tion" susceptors covering 
the needs of the MOVPE 
industry past the year 2000. 
Smaller sizes of coated 
substrates have been avail- 
able from AFTech for 
several years, but now a 
new capability to produce 
larger wafer carriers has 
been developed with gov- 
ernment support. "We were 
fortunate to receive a 
SMART award from the 
British Government to help 
develop our processing 
techniques" ays Paul Tolk- 
ien, AFTech's MD and "we 
now plan to build on the 
excellence of this process to 
keep ahead of the industry 
requirements." 
The comparison of sus- 
ceptor materials properties 
provided in Table 1 sup- 
port Paul's point of view 
and he is convinced that the 
use of pyrolytic graphite 
wafer holders is the ideal 
technique to provide en- 
hanced purity in the depos- 
ited layers and better layer 
to layer definition for many 
types of MOCVD layer 
growth processes. 
• Contact: tel/fax: [44] 
(0) 1223 245033/410267. 
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